
Parts list: 
 1 x Air Filter. 
 1 x Rubber Filter Adaptor 
 1 x Silicon Hose 
 1 x Metal Tube 
 1 x Intake Hose 
 1 x Flexi Cold Air Assembly 
 1 x Literature Pack. 
 
1 x Fixing Kit: - 
 6 x Long Plastic Ties 
 1 x #64 Hose Clamp 
 2 x #44 Hose Clamp 
 1 x Stepped Adaptor 
 
 
WARNING: Before starting the 
engine carry out a final fitment 
check of the K&N performance 
kit. It will be necessary for all 
intake systems to be checked 
periodically for realignment, 
clearance and tightening of all 
connections. Failure to follow the 
above instructions or proper 
maintenance may void the 
warranty. 
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Part Number 57-0216-1        INSTALLATION INSTRUCTIONS 
Renault Laguna 1.8L 8v 1994 - 1998 

 
1. Follow the instructions as above.  
2. Fit the rubber intake hose onto the throttle housing and secure using a #44 hose 
 clamp supplied. (Fig. 1) 
3. Fit the metal tube halfway into the rubber intake tube and secure using a #44 hose 
clamclamp supplied. (Fig. 2) 
4. Fit the rubber air filter adaptor onto the metal tube. (Fig. 3) 
5. Fit the air filter onto the rubber adaptor as shown, rotate to give maximum clearance 

and secure using the #64 hose clamp supplied. (Fig. 4)  
6. Fit the temperature sensor into the large hole in the filter base as shown. (Fig. 5) 
7. Reconnect the electrical plug to the temp sensor.  
8. Fit the silicon hose onto the IRV pipe as shown. (Fig. 6) 
9. Fit the stepped barbed adaptor into the silicon hose and then into the small hole in 

the filter base. (Fig. 7) 
10. Carefully expand the flexi cold air hose and pierce/drill 2 holes in one of the plastic 

ends. Feed the pierced end of the flexi air hose to the R/H lower spoiler vent and 
secure in position using a plastic tie supplied. (Fig. 8) 

11. Position the cold air hose towards the air filter to finish approximately 4”/10cm away 
and secure in position using the plastic ties supplied.(Fig.9) 

12. Secure the wiring harness to the expansion tank hose using a small plastic tie 
supplied. (Fig. 10) 

13. Carry out a final height alignment check of the kit fitment, installation is now 
complete. 

14. Installation is now complete. 
 
 
 
 
 
 
 
 



Fig. # 1 
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